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The Hermann Schmidt® Precision Rotary Indexer is a sealed unit 
designed to work in a wet grinding or submerged EDM 
environment. 

The precision ceramic bearings are sealed and lubricated for 
life.  

The electrical connectors are rated for a submerged depth of up 
to 1 meter and must be connected to the unit to ensure this 
speci昀椀ca琀椀on.  

There are two push-connect air 昀椀琀�ngs on the side of the unit.  

One must be connected to a regulated 3-5 PSI of shop air, and 
the second connector should run back out of the tank to a dry 
area.  Air must be applied before submersion! 

There are two 3/8-16 tapped holes on the bo琀琀om surface of 
the unit for moun琀椀ng to a machine table or a subplate.  

The face plate is tapped with a series of holes for the moun琀椀ng 
of Hermann Schmidt® and System 3R products. 

 

  



   

 

   

 

 

 

 

On power-up, this screen will be displayed. 

 

Press anywhere to enter the opera琀椀ng menu. 

  



   

 

   

 

 

 

This is the SPIN menu. Tap in the SET SPEED box, and a numeric 
keypad will display. 

 



   

 

   

 

Enter the spin speed you want, and press ENTER.  

The minimum speed is 1 RPM.  

The maximum speed is 1800 RPM. 

Press START to engage the spindle.  

You can press clockwise or counterclockwise at any 琀椀me.  

You must STOP the spindle before moving to any other menu 
item. 

 

 

CAUTION: Make sure that the spindle is free to move, and you 
are not in the way of any moving part before star琀椀ng the 
spindle.   



   

 

   

 

 

 

This is the POSITION menu. When opened, the spindle is free to 
move. You can manually posi琀椀on the spindle in any desired 
posi琀椀on, then press the ENABLE bu琀琀on to lock the spindle in 
place. The ZERO bu琀琀on can then be pressed to zero the 
posi琀椀on.  

You can DISABLE the spindle and manually rotate the spindle to 
a new loca琀椀on using the CURRENT POSITION display.  

You must DISABLE the spindle before moving to any other 
menu. 

 

 



   

 

   

 

 

 

This is the INDEX menu. When opened, the spindle is free to 
move. Posi琀椀on the spindle in the desired posi琀椀on, then press 
the ENABLE bu琀琀on to lock the spindle in place. You can then 
press the ZERO bu琀琀on to zero the display. Tap the TARGET box, 
and a numeric keypad will display. 



   

 

   

 

 

 

Enter the TARGET des琀椀na琀椀on and press ENTER.  

When you press MOVE REL., the spindle will move a rela琀椀ve 
amount that was entered in the TARGET. You can con琀椀nue to 
press MOVE REL. to con琀椀nue indexing the same amount.  

When you press MOVE ABS., the spindle will move to the 
absolute posi琀椀on in rela琀椀on to ZERO. It will take the shortest 
path clockwise or counterclockwise to get there.  

You must DISABLE the spindle before moving to any other 
menu.  



   

 

   

 

 

When you press the RECIPE bu琀琀on on the top bar of the 
naviga琀椀on screen, this menu will show.  

Press the POLYGON bu琀琀on to enter the polygon menu. 

 

 



   

 

   

 

Posi琀椀on the spindle at the start point and ENABLE the spindle.  

Enter the number of sides of the part and press ZERO.  

Press the START bu琀琀on, then the NEXT or PREVIOUS bu琀琀ons to 
index in equal amounts of rota琀椀on. 

 

You must DISABLE the spindle before you can CLOSE this 
window. 

  



   

 

   

 

 

 

When you press the FREEFORM RECIPE bu琀琀on, this screen will 
allow you to enter any absolute posi琀椀on of up to 24 steps.  

You can go forward or backward from a zero point.  

A昀琀er entering your set points, select the RECIPE number that 
you want to save under and press SAVE, then the CLOSE bu琀琀on. 

  



   

 

   

 

 

 

The RECIPE that you just saved will be displayed at the top.  

Rotate the spindle to the start posi琀椀on, then press ENABLE to 
lock the spindle in place.  

Press the ZERO bu琀琀on, then the START bu琀琀on.  

You can now press NEXT or PREVIOUS to move the spindle.  

The displays will show the current posi琀椀on, the PREVIOUS 
move, and the upcoming NEXT move. 

  



   

 

   

 

 

When you press the GOTO bu琀琀on, this screen will display.  

You can choose the index step that you want to jump to.  

 

 

CAUTION: When you press any loca琀椀on, the spindle will 
automa琀椀cally move to that posi琀椀on in the shortest path.  

Make sure that there is no obstruc琀椀on and that you are clear of 
the spindle and workpiece.  



   

 

   

 

If you want to view angular informa琀椀on on 
degrees/minutes/seconds, press the TOOLS bu琀琀on.  

This menu will display. 

 

Select USER and use the password '1111', then press LOGIN and 
exit out. 



   

 

   

 

 

This menu will display. 

 

Check the DMS box, and all displays will be in this format. 



   

 

   

 

This manual can be viewed on the HMI display. 

Press the MANUAL bu琀琀on to view this informa琀椀on. 

 

 

 

 

 

 

 

 

 



   

 

   

 

Cable con昀椀gura琀椀on 

 

  



   

 

   

 

Brush holder 

 

 

 

 

 

 



   

 

   

 

Recommended service: 

A昀琀er each use, you should disconnect the encoder and motor 
plugs on the spin device, this will allow any trapped moisture to 
dry out. 

When disconnec琀椀ng the plugs, only pull on the silver metal 
sleeve, this will disengage the connector lock. 


